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(b) Crew members being put ashore
on landing booms and handling moor-
ing lines on tie-up walls shall wear ap-
proved life jackets.

(68 Stat. 93-96, 33 U.S.C. 981-990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of sec. 2 of Pub.
L. 95474, 92 Stat. 1471)

[39 FR 10900, Mar. 22, 1974, as amended at 47
FR 51122, Nov. 12, 1982; 656 FR 52914, Aug. 31,
2000; 70 FR 12972, Mar. 17, 2005; 73 FR 9954,
Feb. 25, 2008]

§401.38 Limit of approach to a lock.

A vessel approaching a lock shall
comply with directions indicated by
the signal light system associated with
the lock and in no case shall its stem
pass the designated limit of approach
sign while a red light or no light is dis-
played.

[74 FR 18995, Apr. 27, 2009]

§401.39 Preparing mooring lines for
passing through.

Before a vessel enters a lock:

(a) Winches shall be capable of pay-
ing out and heaving in at a minimum
speed of 46 m per minute; and

(b) The eye of each mooring line shall
be passed outward through the
fairleads at the side.

(68 Stat. 93-96, 33 U.S.C. 981-990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of sec. 2 of Pub.
L. 95-474, 92 Stat. 1471)

[39 FR 10900, Mar. 22, 1974, as amended at 47
FR 51122, Nov. 12, 1982; 70 FR 12972, Mar. 17,
2005; 76 FR 13089, Mar. 10, 2011]

§401.39-1 Raising fenders.

Every vessel equipped with fenders
that are not permanently attached
shall raise its fenders when passing a
lock gate in Snell or Eisenhower
Locks.

(68 Stat. 93-96, 33 U.S.C. 981-990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of sec. 2 of Pub.
L. 95474, 92 Stat. 1471)

[49 FR 30936, Aug. 2, 1984]

§401.40 Entering, exiting or position
in lock.

(a) Unless directed by the Manager
and the Corporation, no vessel shall
proceed into a lock in such a manner
that the stem passes the stop symbol
on the lock wall nearest the closed
gates.

§401.42

(b) On being cast off in a lock, no ves-
sel shall be allowed to fall back in such
a manner that the stern passes the stop
symbol on the lock wall nearest the
closed gates.

(c) Every vessel proceeding into a
lock shall be positioned and moored as
directed by the officer in charge of the
mooring operation.

(d) No vessel shall use thrusters when
passing a lock gate.

(68 Stat. 93-96, 33 U.S.C. 981-990, as amended
and secs. 4, 5, 6, 7, 8, 12 and 13 of sec. 2 of Pub.
L. 95474, 92 Stat. 1471)

[45 FR 52378, Aug. 7, 1980, and 47 FR 51122,
Nov. 12, 1982, as amended at 48 FR 20691, May
9, 1983; 72 FR 2620, Jan. 22, 2007; 73 FR 9954,
Feb. 25, 2008; 76 FR 13089, Mar. 10, 2011]

§401.41 Tandem lockage.

Where two or more vessels are being
locked together, vessels astern of the
leading vessel shall:

(a) Come to a full stop a sufficient
distance from the preceding vessel to
avoid a collision; and

(b) Be moved into mooring position
as directed by the officer in charge of
the lock.

§401.42 Passing hand lines.

(a) At locks, hand lines shall be se-
cured to the mooring lines and passed
as follows:

(1) A downbound vessel shall use its
own hand lines, secured to the eye at
the end of the mooring lines, by means
of a bowline, which hand lines shall be
passed to the linehandlers at the lock
as soon as the vessel passes the open
gates;

(2) Hand lines shall be passed to
upbound vessels by the linehandlers as
soon as the vessel passes the open
gates, and secured, by means of a clove
hitch, to the mooring lines 60 cm be-
hind the splice of the eye;

(3) At Iroquois Lock and Lock 8, Wel-
land Canal, both upbound and
downbound vessels shall use their own
hand lines as provided in paragraph
(a)(1) of this section; and

(4) Upbound vessels of overall length
in excess of 218 m in Locks 4 and 5,
Welland Canal, shall secure the hand
lien to the eye of the No. 1 mooring
wire by means of a bowline.
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